




The omnidirectional i825 and cardioid i855 lavalier microphones are recommended for on air 
productions, forum discussions, and durable enough for ENG use. The minimal size of these 
microphones makes them perfectly suitable for Television and Video productions.
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Type

Capsule diameter

Principe of operation 

Polar Pattern

Sensitivity(±3dB)

Frequency Response

S/N ratio 

Impedance

Power Source

Operating Temperature

Cable Length 

Weight

Connector

Electret Condenser

4.0mm

Pressure 

omnidrectional 

-45 dB (5.6mV/Pa)

20 Hz~20kHz

More than 65dB

Less than 4.5k

Plug-in power capability, Plug and play

-17℃~+60℃

1.6m

5g

3.5mm 4-Pole headset interface

Microphone i825
Type

Capsule diameter

Principe of operation 

Polar Pattern

Sensitivity(±4dB)

Frequency Response

S/N ratio 

Impedance

Power Source

Operating Temperature

Cable Length

Weight

Connector

Electret Condenser

4.0mm

Pressure Gradient

Cardioid

-49 dB (3.5mV/Pa)

100Hz~10kHz

More than 58dB

Less than 2.5k

Plug-in power capability, Plug and play

-10℃~+50℃

1.6m

5g

3.5mm 4-Pole headset interface

Microphone i855

Lavalier Microphones

Specifications Specifications 
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The i-Series microphones are nicely complimented 
with an assortment of useful and high quality 
accessories. Wind noise in outdoor environments 
is reduced with optional windscreens. Adaptor 
cables allow for connecting to laptop computers 
or monitoring audio being recorded through 
headphones. The unique aluminum carrying case/
mount fits in your pocket and not only protects 
your high performance i-Series microphone when 
in storage, but also allows you to easily mount your 
microphone on a mini tripod or microphone stand.
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WS018
WindScreen for i825,i855

i Kit

PI49
2.5 Volt to 48 Volt phantom 
power preamp converter

CB013
PC / Laptop adapter cable

WS013
Standard Foam Windscreen
for microphones

CL013
Collar or Lapel Clip for lavalier 
purposes

CL018
Collar Clip for i825,i855 

i436/i456/i266 kit package 
include: 
Microphone. 
Windscreen(WS013).
Clip(CL013). 
2m Extension Cable(CB011). 
Split Cable(CB012).
Tube(AC011).

i825/i855 kit package 
include:
Microphone.
Windsreen(WS018).
Clip(CL018).
Tape(TP011).
Split Adapter(SA011).
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SA011
Split Adapter for 3.5mm 
microphone input and 
headphone output jacks

TP011
Tape  for 1825,i855

AC011
Microphone carrying case 
and stand mount, a unique 
aluminum storage case with 
3/8” thread protects your 
microphone when not used 
and holds it when mounting on 
a microphone stand

WJ011
Windjammer for i266 
microphone for maximum 
reduction of wind noise in 
outdoor environments

CB012
3.5mm Y-adapter to 3.5mm 
microphone input and 
headphone output jacks

CB011
2 meter extension cable



Known for its perfectly clean sound, quality craftsmanship, and lightness of styling, MicW prides itself in designing and 

manufacturing high quality, high performance microphones for a wide range of audio measurement and recording 

applications. MicW microphones and accessories are the right choice when you demand the best in your measurements 

and recordings for voice, instrument, broadcast, film and video productions.

 

Product series include the E-Series entry level microphones, i-Series microphones for iOS and other portable devices 

(details in this brochure), M-Series test measurement microphones, N-Series nickel diaphragm high performance 

microphones, and T-Series titanium diaphragm large diameter microphones.

Company profile

Flat frequency response for pure sound without unwanted coloring

Titanium, nickel, stainless steel, and polymer composites capsule diaphragm designs for the best possible 

microphone frequency response

Excellent high humidity performance

Fast transient response, high dynamic range, low noise floor with models that easy handle up to 160 dB SPL

Quality assurance through ISO 9001 certification
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MicW T series in action.

Features



Heritage 
MicW is a member of BSWA Technologiy Ltd., a measurement microphone company. BSWA was founded in 1998 as a joint 

venture between the Chinese Academy of Sciences and five sound engineers looking to market better, more affordable 

measurement microphones. Today, BSWA microphones are widely used in aerospace, automotive, and environment noise 

measurements. The experience and expertise gained from designing and manufacturing measurement microphones enabled 

BSWA to create the new microphone brand MicW for use in audio and musical applications.

MicW uses unique methods to produce its capsules, the heart of a microphone, resulting in better performance, reliability, 

sound definition, and transparency. MicW capsule diaphragms are made from titanium, nickel, stainless steel, and polymer 

composites so that the best material is always used in its designs. In addition, carefully selected quartz insulating material 

within the construction ensures stability against high temperatures and humidity. Each capsule is individually calibrated using 

the free field method according to IEC 61049 measurement microphone standards and aged in an environmental chamber for 

long term stability.

Quality Assurance
As a leader in the field of microphone technology, MicW invests heavily in product research and development. The main design 

campus and manufacturing facilities are located in Beijing, China and include anechoic chambers, clean rooms, environmental 

rooms, and production areas. MicW is committed to total quality management and is ISO 9001 certified ensuring that every 

product meets stringent performance standards.
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MicW Audio
a member of BSWA Technology Ltd.

Add:Unit 1003, North Ring Center No.18 Yumin Road, 

          Xicheng District, Beijing 100029,	  China

Phone: +86-10-51285118

Fax: +86-10-8225 1626

Email: sales@mic-w.com

Web: www.mic-w.com

European office
Fred van Eijk

Tel: +31 6 538 00 254

Add: Esdoorn 22B 6226TA Maastricht, The Netherlands

Email: fred@mic-w.com

U.S. Office
MicW USA

Add: P.O.Box 2289 Renton, WA 89056, U.S.A

Phone: 425-635-8117

Email: qunyanm@mic-w.com

Mobile Devices and App are registered trademarks by other companies.

Pictures for reference only, subject to our available products.




