
VCUBE UPGRADE GUIDE – V4.0 TO V4.1 
 
 

Disclaimer: Any problems that arise during the uninstall / reinstall process should be reported to eMerging, as they could result in system instability 
or loss of data. eMerging / Merging Technologies cannot be held responsible for loss of any data or media as a result of following this guide. 

BACKUP SETTINGS 
Within the VCube application, 
navigate to the following menu and 
export VCube's setting presets. 
This operation has to be performed 
once per preset, resulting in an 
*.xml file per preset 

 
Settings > Preset > Export  

 

UNINSTALL 
Windows XP             Start Menu > Control Panel >  Add/Remove Programs 
Windows Vista / 7      Start Menu > Control Panel >  Programs & Features 

 
·  Uninstall VCube 
·  Uninstall the following Windows Driver Packages 

 

 
 

·  Run MT Cleanup utility 
·  Reboot the PC 

 

INSTALL 
·  Run the current VCube installer 
·  Install all necessary prerequisites for Version 4 
·  Accept License Agreement 
·  Leave User Name as is 
·  Choose Complete setup type 
·  Choose Install 
·  During the installation process, 12 

Windows Security messages will 
appear. Choose Install for all of these 

·  At the end of the installation, choose 
Yes to restart your computer 

·  Reboot 
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MT SECURITY SETTINGS 
·  After reboot, you will need to navigate to the Security panel 

 
Start Menu > Control Panel > MT Security Settings 

 
·  Click Import Key 
·  Browse to your Merging *.mtk file 
·  Click to Open 
·  When prompted, choose 

Yes, you are sure you want 
to enter the new keys 

 

VCUBE LE / SE / XE 
·  Ensure that MT Security 

Settings can read your 
Dongle Serial Number 

·  Ensure the following box is 
ticked: Include Keys stored on SafeNet Dongles in MT Security 
 

 

VS3 CONTROL PANEL 
VS3 control panel is only required if using VCube LE / SE / XE in ASIO mode 

Start Menu > Control Panel > VS3 Control Panel 

 
For VCube 'software only' mode , select the following settings 

·  Application: VCube 
·  Platform: Native - ASIO 
·  Driver name: ASIO4All  

 

LAUNCH VCUBE 
VCUBE SD / HD  
 
For VCube standalone machines, select the following settings 

·  Advanced Mode 
·  Software Mode: Full (Mykerinos support) 

 

 
 
 
VCUBE LE / SE / XE  
 
For VCube 'software' only mode, including VCube Essentials with Pyramix, 
select the following settings 

·  Simple Mode 
·  Software Mode: SE, LE, XE 
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RESTORE SETTINGS 
Within the VCube application, 
navigate to the following menu and 
import VCube's setting presets. 
This operation has to be performed 
once per preset, importing each 
*.xml file individually. 

 
Settings > Preset > Import  

 
 


